
01.09.20087 x 1/1 GNMVE 071 P

Direct steam combi steamer for dry heat, 
steam and combi cooking

ELECTRIC COMBI STEAMER

CONSTRUCTION DETAILS
• Stainless steel 18/10 AISI 304 cooking compartment with long radius rounded 

corners for a perfect cleaning (HACCP requirements) and fully water-proof
• Thermic insulation of 35 mm rock wool
• Thermic brake between the cavity and oven front panel, to absorbe steel 

expansion
• Double glazed door with large air interspace for a perfect heat insulation
• Hinged inner glass for a perfect cleaning
• Adjustable door hinges
• Fit-in type door seal of heat resistant silicon rubber
• Buil-in door drip tray collecting the condensate into the cavity drip tray; then into 

the oven drain
• Front removable control panel for an easy service and check of components
• Two water inlets (soft and cold water)
• Connections gathered at the oven right side
• External connection for meat probe (optional)
• Removable side racks for 7 x 1/1 Gn capacity; 70 mm distance between layers
• High quality world wide available components

ELECTRIC HEATING SYSTEM
• Cavity heating elements of armoured INCOLOY 800 type
• Energy Saving device for a reduced energy consumption

OPERATIONAL FUNCTIONS
• Electronic and programmable control panel with push-buttons for manual functions
• Self-diagnosis at the start of the unit with fault display and alarm
• Cooking modes choice with display of pre-set time and temperature
• Programmable with 99 programs, 9 cycles in automatic sequence
• 44 pre-set recipes (31 recipes for versions without core probe)
• Cook & Hold mode controlled by the meat probe or by the timer
• Autoreversing fan rotation
• Cavity fast cool down with automatic stop at 50°C
• Automatic cavity cooling between a high temperature cycle and the next cycle 

featuring a lower temperature
• Manual humidifi er
• AUTOCLIMA system to control the percentage of humidity during the cooking and 

food rethermalisation
• Motorized cavity vent for a fast evacuation of moisture
• Timed oven lights with halogen lamps positioned between the inner & outer doors
• Cavity clean program “CL”
• Automatic quenching of vapours into the oven drain
• Check of cavity steam saturation with automatic energy saving
• Easily accessible Service program for:  
- PC board diagnosis
- Check of internal probes
- Check of cavity operating hours

SAFETY FEATURES
• Cavity safety thermostat
• Device against pressure built-up in cavity
• Fan motor thermic protection
• Door switch
• Lack of water displayed alarm
• Displayed diagnostic
• Component cooling system
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mm

Kg

kW

kW/kcal

kW/kcal

kW/kcal

kW

950 x 805 x 790 h

139 / 121

9,5

- / -

9 / -

7,5 / -

0,5

3N AC 400 V - 50 Hz

7 x 1/1 GN

MVE 071 P CAPACITYTECHNICAL DATA

External dimensions

Weight - Gross / Net

Total electric power

Nominal heating output

Chamber heating output

Steam heating output

Fan power

Power supply voltage

P  VERSION

• Electronic manual controls
• Programmable with 99 programs
• 9 cycles in automatic sequence, numeric displays
• 44 pre-set recipes*
• Autoclima with automatic vent
• Self-diagnostics
• Autoreverse (distribution of air in chamber with 

automatic reverse of the fan’s direction of rotation)
• Humidifi er and cooking chamber lighting
• Manual washing program

OPTIONAL: core probe, hand shower

OPERATING MODES

• Convection with Autoclima 30 - 300°C
• Steam 30 - 130°C (low temperature, atmospheric, forced)
• Combi convection steam with Autoclima 30 - 300°C
• Automatic with 44 pre-set recipes*
• Programmable with automatic cooking sequence (up to 9 cycles)
• Temperature hold with Autoclima function

(*) 31 recipes for versions without core probe

• With side racks: 7 x 1/1 GN and distance between layers 70 mm

• With rack SGA07: 7 x 1/1 GN and distance between layers 65 mm

OPTIONS
• Standard core probe SC with external connection
• Needle probe for vacuum packs SE002 with external connection
• Right hinged door PS001
• Special and marine voltages
• Side runners for 600 x 400 trays mod. PAA06 (6 trays) - PAA07 (7 trays)
• Removable rack SGA07
• Trolleys CR061
• Fat fi lter FXA07
• Extraction hood with steam condenser BKA064
• Stands ASR07 - ASP07
• Holding cabinets AAC07
• Cabinet AAN07
• Hand shower LD25
• Connection for energy saving system SN
• Connection for an external printer (type RS 232)



108
715

83

230

12
338

500

15
35

25

78

55

38 108

50

950

790

70

70

665

805

230

485

23083
40

60

Ø 3/4"

AC 230 V
nr. 3 x 6 mm2

3 AC 230 V
nr. 4 x 2,5 mm2

3N AC 400 V
nr. 5 x 1,5 mm2

Ø 30 mm 

Ø 50 mm

Ø 50 mm 

Ø 3/4"

I d
ati

 rip
ort

ati
 su

l p
res

en
te 

do
cu

me
nto

 so
no

 da
 rit

en
ers

i n
on

 vi
nc

ola
nti

. L
’az

ien
da

 si
 ris

erv
a d

i a
pp

ort
are

 m
od

ifi c
he

 te
cn

ich
e i

n q
ua

lsia
si 

mo
me

nto
. T

he
 sp

ec
ifi c

ati
on

s s
ho

wn
 in

 th
is 

do
cu

me
nt 

are
 to

 be
 co

ns
ide

red
 no

t b
ind

ing
. T

he
 co

mp
an

y r
es

erv
es

 th
e r

igh
t t

o m
ak

e t
ec

hn
ica

l c
ha

ng
es

 at
 an

y m
om

en
t. 

Die
 au

f d
ies

er 
Un

ter
lag

e a
ng

eg
eb

en
en

 te
ch

nis
ch

en
 D

ate
n s

ind
 al

s u
nv

erb
ind

lich
 an

zu
se

he
n. 

Die
 Fi

rm
a 

be
hä

lt s
ich

 da
s R

ec
ht 

vo
r z

u j
ed

er 
ze

it t
ec

hn
isc

he
 Än

de
run

ge
n v

orz
un

eh
me

n. 
Le

s d
on

né
es

 te
ch

niq
ue

s s
ur 

ce
 do

cu
me

nt 
ne

 do
ive

nt 
pa

s ê
tre

 co
ns

idé
rée

s c
on

tra
igr

an
tes

. L
a s

oc
iet

é s
e r

és
erv

e l
e d

roi
t d

’ap
po

rte
r d

es
 m

od
ifi c

ati
on

s t
ec

hn
iqu

es
 à 

tou
t m

om
en

t. 
Lo

s d
ato

s t
ec

nic
os

 in
dic

ad
os

 en
 el

 pr
es

en
te 

ca
tal

og
o n

o s
on

 vi
nc

ula
nte

s. 
La

 em
pre

sa
 se

 re
se

rva
 el

 de
rec

ho
 de

 ef
ec

tua
r m

od
ifi c

ati
on

es
 si

n p
rev

io 
av

iso
.

MVE 071 P



01.09.2008



01.09.200810 x 1/1 GNMVE 101 P

Direct steam combi steamer for dry heat, 
steam and combi cooking

ELECTRIC COMBI STEAMER

CONSTRUCTION DETAILS
• Stainless steel 18/10 AISI 304 cooking compartment with long radius rounded 

corners for a perfect cleaning (HACCP requirements) and fully water-proof
• Thermic insulation of 35 mm rock wool
• Thermic brake between the cavity and oven front panel, to absorbe steel 

expansion
• Double glazed door with large air interspace for a perfect heat insulation
• Hinged inner glass for a perfect cleaning
• Adjustable door hinges
• Fit-in type door seal of heat resistant silicon rubber
• Buil-in door drip tray collecting the condensate into the cavity drip tray; then into 

the oven drain
• Front removable control panel for an easy service and check of components
• Two water inlets (soft and cold water)
• Connections gathered at the oven right side
• External connection for meat probe (optional)
• Removable side racks for 10 x 1/1 Gn capacity; 70 mm distance between layers
• High quality world wide available components

ELECTRIC HEATING SYSTEM
• Cavity heating elements of armoured INCOLOY 800 type
• Energy Saving device for a reduced energy consumption

OPERATIONAL FUNCTIONS
• Electronic and programmable control panel with push-buttons for manual functions
• Self-diagnosis at the start of the unit with fault display and alarm
• Cooking modes choice with display of pre-set time and temperature
• Programmable with 99 programs, 9 cycles in automatic sequence
• 44 pre-set recipes (31 recipes for versions without core probe)
• Cook & Hold mode controlled by the meat probe or by the timer
• Autoreversing fan rotation
• Cavity fast cool down with automatic stop at 50°C
• Automatic cavity cooling between a high temperature cycle and the next cycle 

featuring a lower temperature
• Manual humidifi er
• AUTOCLIMA system to control the percentage of humidity during the cooking and 

food rethermalisation
• Motorized cavity vent for a fast evacuation of moisture
• Timed oven lights with halogen lamps positioned between the inner & outer doors
• Cavity clean program “CL”
• Automatic quenching of vapours into the oven drain
• Check of cavity steam saturation with automatic energy saving
• Easily accessible Service program for:  
- PC board diagnosis
- Check of internal probes
- Check of cavity operating hours

SAFETY FEATURES
• Cavity safety thermostat
• Device against pressure built-up in cavity
• Fan motor thermic protection
• Door switch
• Lack of water displayed alarm
• Displayed diagnostic
• Component cooling system
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mm

Kg

kW

kW/kcal

kW/kcal

kW/kcal

kW

950 x 850 x 1010 h

160 / 136

16

- / -

15 / -

15 / -

1

3N AC 400 V - 50 Hz

10 x 1/1 GN

MVE 101 P CAPACITYTECHNICAL DATA

External dimensions

Weight - Gross / Net

Total electric power

Nominal heating output

Chamber heating output

Steam heating output

Fan power

Power supply voltage

P  VERSION

• Electronic manual controls
• Programmable with 99 programs
• 9 cycles in automatic sequence, numeric displays
• 44 pre-set recipes*
• Autoclima with automatic vent
• Self-diagnostics
• Autoreverse (distribution of air in chamber with 

automatic reverse of the fan’s direction of rotation)
• Humidifi er and cooking chamber lighting
• Manual washing program

OPTIONAL: core probe, hand shower

OPERATING MODES

• Convection with Autoclima 30 - 300°C
• Steam 30 - 130°C (low temperature, atmospheric, forced)
• Combi convection steam with Autoclima 30 - 300°C
• Automatic with 44 pre-set recipes*
• Programmable with automatic cooking sequence (up to 9 cycles)
• Temperature hold with Autoclima function

(*) 31 recipes for versions without core probe

OPTIONS
• Standard core probe SC with external connection
• Needle probe for vacuum packs SE002 with external connection
• Right hinged door PS001
• Special and marine voltages
• Side runners for 600 x 400 trays mod. PAA08 (8 trays) - PAA10 (10 trays)
• Removable rack SG101
• Trolleys CR101
• Fat fi lter FXA10
• Extraction hood with steam condenser BKA084
• Stands ASR10 - ASP10
• Holding cabinets AAC10
• Cabinet AAN10
• Hand shower LD25
• Connection for energy saving system SN
• Connection for an external printer (type RS 232)

• With side racks: 10 x 1/1 GN and distance between layers 70 mm

• With rack SG101: 10 x 1/1 GN and distance between layers 65 mm



38
12

083

775
108

230
500

15
80

25

78
60

55

38 108

50

230

70

70

710950

1010

850
230

83
545

120

Ø 3/4"

Ø 3/4"

3 AC 230 V
nr. 4 x 6 mm2

3N AC 400 V
nr. 5 x 2,5 mm2

Ø 30 mm 

Ø 50 mm

Ø 50 mm 

I d
ati

 rip
ort

ati
 su

l p
res

en
te 

do
cu

me
nto

 so
no

 da
 rit

en
ers

i n
on

 vi
nc

ola
nti

. L
’az

ien
da

 si
 ris

erv
a d

i a
pp

ort
are

 m
od

ifi c
he

 te
cn

ich
e i

n q
ua

lsia
si 

mo
me

nto
. T

he
 sp

ec
ifi c

ati
on

s s
ho

wn
 in

 th
is 

do
cu

me
nt 

are
 to

 be
 co

ns
ide

red
 no

t b
ind

ing
. T

he
 co

mp
an

y r
es

erv
es

 th
e r

igh
t t

o m
ak

e t
ec

hn
ica

l c
ha

ng
es

 at
 an

y m
om

en
t. 

Die
 au

f d
ies

er 
Un

ter
lag

e a
ng

eg
eb

en
en

 te
ch

nis
ch

en
 D

ate
n s

ind
 al

s u
nv

erb
ind

lich
 an

zu
se

he
n. 

Die
 Fi

rm
a 

be
hä

lt s
ich

 da
s R

ec
ht 

vo
r z

u j
ed

er 
ze

it t
ec

hn
isc

he
 Än

de
run

ge
n v

orz
un

eh
me

n. 
Le

s d
on

né
es

 te
ch

niq
ue

s s
ur 

ce
 do

cu
me

nt 
ne

 do
ive

nt 
pa

s ê
tre

 co
ns

idé
rée

s c
on

tra
igr

an
tes

. L
a s

oc
iet

é s
e r

és
erv

e l
e d

roi
t d

’ap
po

rte
r d

es
 m

od
ifi c

ati
on

s t
ec

hn
iqu

es
 à 

tou
t m

om
en

t. 
Lo

s d
ato

s t
ec

nic
os

 in
dic

ad
os

 en
 el

 pr
es

en
te 

ca
tal

og
o n

o s
on

 vi
nc

ula
nte

s. 
La

 em
pre

sa
 se

 re
se

rva
 el

 de
rec

ho
 de

 ef
ec

tua
r m

od
ifi c

ati
on

es
 si

n p
rev

io 
av

iso
.

MVE 101 P



01.09.2008



01.09.200810 x 2/1 GNMVE 102 P

Direct steam combi steamer for dry heat, 
steam and combi cooking

CONSTRUCTION DETAILS
• Stainless steel 18/10 AISI 304 cooking compartment with long radius rounded 

corners for a perfect cleaning (HACCP requirements) and fully water-proof
• Thermic insulation of 35 mm rock wool
• Thermic brake between the cavity and oven front panel, to absorbe steel 

expansion
• Double glazed door with large air interspace for a perfect heat insulation
• Hinged inner glass for a perfect cleaning
• Adjustable door hinges
• Fit-in type door seal of heat resistant silicon rubber
• Buil-in door drip tray collecting the condensate into the cavity drip tray; then into 

the oven drain
• Front removable control panel for an easy service and check of components
• Two water inlets (soft and cold water)
• Connections gathered at the oven right side
• External connection for meat probe (optional)
• Removable side racks for 10 x 2/1 Gn capacity; 70 mm distance
between layers
• High quality world wide available components

ELECTRIC HEATING SYSTEM
• Cavity heating elements of armoured INCOLOY 800 type
• Energy Saving device for a reduced energy consumption

OPERATIONAL FUNCTIONS
• Electronic and programmable control panel with push-buttons for manual functions
• Self-diagnosis at the start of the unit with fault display and alarm
• Cooking modes choice with display of pre-set time and temperature
• Programmable with 99 programs, 9 cycles in automatic sequence
• 44 pre-set recipes (31 recipes for versions without core probe)
• Cook & Hold mode controlled by the meat probe or by the timer
• Autoreversing fan rotation
• Cavity fast cool down with automatic stop at 50°C
• Automatic cavity cooling between a high temperature cycle and the next cycle 

featuring a lower temperature
• Manual humidifi er
• AUTOCLIMA system to control the percentage of humidity during the cooking and 

food rethermalisation
• Motorized cavity vent for a fast evacuation of moisture
• Timed oven lights with halogen lamps positioned between the inner & outer doors
• Cavity clean program “CL”
• Automatic quenching of vapours into the oven drain
• Check of cavity steam saturation with automatic energy saving
• Easily accessible Service program for:  
- PC board diagnosis
- Check of internal probes
- Check of cavity operating hours

SAFETY FEATURES
• Cavity safety thermostat
• Device against pressure built-up in cavity
• Fan motor thermic protection
• Door switch
• Lack of water displayed alarm
• Displayed diagnostic
• Component cooling system

ELECTRIC COMBI STEAMER
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mm

Kg

kW

kW/kcal

kW/kcal

kW/kcal

kW

1030 x 980 x 1010 h

204 / 180

31

- / -

30 / -

30 / -

1

3N AC 400 V - 50 Hz

10 x 2/1 GN

MVE 102 P CAPACITYTECHNICAL DATA

External dimensions

Weight - Gross / Net

Total electric power

Nominal heating output

Chamber heating output

Steam heating output

Fan power

Power supply voltage

P  VERSION

• Electronic manual controls
• Programmable with 99 programs
• 9 cycles in automatic sequence, numeric displays
• 44 pre-set recipes*
• Autoclima with automatic vent
• Self-diagnostics
• Autoreverse (distribution of air in chamber with 

automatic reverse of the fan’s direction of rotation)
• Humidifi er and cooking chamber lighting
• Manual washing program

OPTIONAL: core probe, hand shower

OPERATING MODES

• Convection with Autoclima 30 - 300°C
• Steam 30 - 130°C (low temperature, atmospheric, forced)
• Combi convection steam with Autoclima 30 - 300°C
• Automatic with 44 pre-set recipes*
• Programmable with automatic cooking sequence (up to 9 cycles)
• Temperature hold with Autoclima function

(*) 31 recipes for versions without core probe

OPTIONS
• Standard core probe SC with external connection
• Needle probe for vacuum packs SE002 with external connection
• Right hinged door PS001
• Special and marine voltages
• Removable rack SGA20 - SGA21
• Trolleys CRA20
• Fat fi lter FXA20
• Extraction hood with steam condenser BKA102
• Stands ASR20 - ASP20
• Holding cabinets AAC20
• Cabinet AAN20
• Hand shower LD25
• Connection for energy saving system SN
• Connection for an external printer (type RS 232)

• With side racks: 10 x 2/1 GN, and distance between layers 70 mm

• With rack SGA20 10 x 2/1 GN, and distance between layers 65 mm

• With rack ASG21 20 x 1/1 GN, and distance between layers 65 mm
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nr. 4 x 25 mm2

3N AC 400 V
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01.09.20087 x 1/1 GNMVG 071 P

Direct steam combi steamer for dry heat, 
steam and combi cooking

CONSTRUCTION DETAILS
• Stainless steel 18/10 AISI 304 cooking compartment with long radius rounded 

corners for a perfect cleaning (HACCP requirements) and fully water-proof
• Thermic insulation of 35 mm rock wool
• Thermic brake between the cavity and oven front panel, to absorbe steel 

expansion
• Double glazed door with large air interspace for a perfect heat insulation
• Hinged inner glass for a perfect cleaning
• Adjustable door hinges
• Fit-in type door seal of heat resistant silicon rubber
• Buil-in door drip tray collecting the condensate into the cavity drip tray; then into 

the oven drain
• Front removable control panel for an easy service and check of components
• Two water inlets (soft and cold water)
• Connections gathered at the oven right side
• External connection for meat probe (optional)
• Removable side racks for 7 x 1/1 Gn capacity; 70 mm distance between layers
• High quality world wide available components 

GAS HEATING SYSTEM 
• Blown air type for the cavity burner heating system
• Automatic fl  ame ignition with electronic fl  ame control; automatic ignition re-set 

and diagnosis with display fault
• Energy Saving device for reduced energy consumption
• High effi  ciency heat exchanger with expansion cabinet of steel AISI 310 S

OPERATIONAL FUNCTIONS
• Electronic and programmable control panel with push-buttons for manual functions
• Self-diagnosis at the start of the unit with fault display and alarm
• Cooking modes choice with display of pre-set time and temperature
• Programmable with 99 programs, 9 cycles in automatic sequence
• 44 pre-set recipes (31 recipes for versions without core probe)
• Cook & Hold mode controlled by the meat probe or by the timer
• Autoreversing fan rotation
• Cavity fast cool down with automatic stop at 50°C
• Automatic cavity cooling between a high temperature cycle and the next cycle 

featuring a lower temperature
• Manual humidifi er
• AUTOCLIMA system to control the percentage of humidity during the cooking and 

food rethermalisation
• Motorized cavity vent for a fast evacuation of moisture
• Timed oven lights with halogen lamps positioned between the inner & outer doors
• Cavity clean program “CL”
• Automatic quenching of vapours into the oven drain
• Check of cavity steam saturation with automatic energy saving
• Easily accessible Service program for:  
- PC board diagnosis
- Check of internal probes
- Check of cavity operating hours

SAFETY FEATURES
• Cavity safety thermostat
• Device against pressure built-up in cavity
• Flame detection sensor
• Low gas pressure switch
• Fan motor thermic protection
• Door switch
• Lack of water displayed alarm
• Component cooling system

GAS COMBI STEAMER
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mm

Kg

kW

kW/kcal

kW/kcal

kW/kcal

kW

950 x 805 x 790 h

143 / 124

0,5

10 / 8600

10 / 8600

10 / 8600

0,25

AC 230 V - 50 Hz

7 x 1/1 GN

MVG 071 P CAPACITYTECHNICAL DATA

External dimensions

Weight - Gross / Net

Total electric power

Nominal heating output

Chamber heating output

Steam heating output

Fan power

Power supply voltage

P  VERSION

• Electronic manual controls
• Programmable with 99 programs
• 9 cycles in automatic sequence, numeric displays
• 44 pre-set recipes*
• Autoclima with automatic vent
• Self-diagnostics
• Autoreverse (distribution of air in chamber with 

automatic reverse of the fan’s direction of rotation)
• Humidifi er and cooking chamber lighting
• Manual washing program

OPTIONAL: core probe, hand shower

OPERATING MODES

• Convection with Autoclima 30 - 300°C
• Steam 30 - 130°C (low temperature, atmospheric, forced)
• Combi convection steam with Autoclima 30 - 300°C
• Automatic with 44 pre-set recipes*
• Programmable with automatic cooking sequence (up to 9 cycles)
• Temperature hold with Autoclima function

(*) 31 recipes for versions without core probe

OPTIONS
• Standard core probe SC with external connection
• Needle probe for vacuum packs SE002 with external connection
• Right hinged door PS001
• LPG version
• Side runners for 600 x 400 trays mod. PAA06 (6 trays) - PAA07 (7 trays)
• Removable rack SGA07
• Trolleys CR061
• Fat fi lter FXA07
• Extraction hood with steam condenser BKA064
• Stands ASR07 - ASP07
• Holding cabinets AAC07
• Cabinet AAN07
• Hand shower LD25
• Connection for an external printer (type RS 232)

• With side racks: 7 x 1/1 GN and distance between layers 70 mm

• With rack SGA07: 7 x 1/1 GN and distance between layers 65 mm
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Ø 40 mm 

Ø 3/4"

AC 230 V
nr. 3 x 1,5 mm2

Ø 30 mm 

Ø 50 mm

Ø 1/2" 

ISO 7.1

ISO 228.1

DE-AT-BE-ES-FI-FR-GR-IE
IT-LU-NO-NL-PT-GB-SE
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Ø 50 mm 

Ø 3/4"
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01.09.200810 x 1/1 GNMVG 101 P

Direct steam combi steamer for dry heat, 
steam and combi cooking

CONSTRUCTION DETAILS
• Stainless steel 18/10 AISI 304 cooking compartment with long radius rounded 

corners for a perfect cleaning (HACCP requirements) and fully water-proof
• Thermic insulation of 35 mm rock wool
• Thermic brake between the cavity and oven front panel, to absorbe steel 

expansion
• Double glazed door with large air interspace for a perfect heat insulation
• Hinged inner glass for a perfect cleaning
• Adjustable door hinges
• Fit-in type door seal of heat resistant silicon rubber
• Buil-in door drip tray collecting the condensate into the cavity drip tray; then into 

the oven drain
• Front removable control panel for an easy service and check of components
• Two water inlets (soft and cold water)
• Connections gathered at the oven right side
• External connection for meat probe (optional)
• Removable side racks for 10 x 1/1 Gn capacity; 70 mm distance between layers
• High quality world wide available components 

GAS HEATING SYSTEM 
• Blown air type for the cavity burner heating system
• Automatic fl  ame ignition with electronic fl  ame control; automatic ignition re-set 

and diagnosis with display fault
• Energy Saving device for reduced energy consumption
• High effi  ciency heat exchanger with expansion cabinet of steel AISI 310 S

OPERATIONAL FUNCTIONS
• Electronic and programmable control panel with push-buttons for manual functions
• Self-diagnosis at the start of the unit with fault display and alarm
• Cooking modes choice with display of pre-set time and temperature
• Programmable with 99 programs, 9 cycles in automatic sequence
• 44 pre-set recipes (31 recipes for versions without core probe)
• Cook & Hold mode controlled by the meat probe or by the timer
• Autoreversing fan rotation
• Cavity fast cool down with automatic stop at 50°C
• Automatic cavity cooling between a high temperature cycle and the next cycle 

featuring a lower temperature
• Manual humidifi er
• AUTOCLIMA system to control the percentage of humidity during the cooking and 

food rethermalisation
• Motorized cavity vent for a fast evacuation of moisture
• Timed oven lights with halogen lamps positioned between the inner & outer doors
• Cavity clean program “CL”
• Automatic quenching of vapours into the oven drain
• Check of cavity steam saturation with automatic energy saving
• Easily accessible Service program for:  
- PC board diagnosis
- Check of internal probes
- Check of cavity operating hours

SAFETY FEATURES
• Cavity safety thermostat
• Device against pressure built-up in cavity
• Flame detection sensor
• Low gas pressure switch
• Fan motor thermic protection
• Door switch
• Lack of water displayed alarm
• Component cooling system

GAS COMBI STEAMER
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mm

Kg

kW

kW/kcal

kW/kcal

kW/kcal

kW

950 x 850 x 1010 h

180 / 156

1

18 / 15480

18 / 15480

18 / 15480

0,55

AC 230 V - 50 Hz

10 x 1/1 GN

MVG 101 P CAPACITYTECHNICAL DATA

External dimensions

Weight - Gross / Net

Total electric power

Nominal heating output

Chamber heating output

Steam heating output

Fan power

Power supply voltage

P  VERSION

• Electronic manual controls
• Programmable with 99 programs
• 9 cycles in automatic sequence, numeric displays
• 44 pre-set recipes*
• Autoclima with automatic vent
• Self-diagnostics
• Autoreverse (distribution of air in chamber with 

automatic reverse of the fan’s direction of rotation)
• Humidifi er and cooking chamber lighting
• Manual washing program

OPTIONAL: core probe, hand shower

OPERATING MODES

• Convection with Autoclima 30 - 300°C
• Steam 30 - 130°C (low temperature, atmospheric, forced)
• Combi convection steam with Autoclima 30 - 300°C
• Automatic with 44 pre-set recipes*
• Programmable with automatic cooking sequence (up to 9 cycles)
• Temperature hold with Autoclima function

(*) 31 recipes for versions without core probe

OPTIONS
• Standard core probe SC with external connection
• Needle probe for vacuum packs SE002 with external connection
• Right hinged door PS001
• LPG version
• Wind protection device CAV101
• Side runners for 600 x 400 trays mod. PAA08 (8 trays) - PAA10 (10 trays)
• Removable rack SG101
• Trolleys CR101
• Fat fi lter FXA10
• Extraction hood with steam condenser BKA084
• Stands ASR10 - ASP10
• Holding cabinets AAC10
• Cabinet AAN10
• Hand shower LD25
• Connection for an external printer (type RS 232)

• With side racks: 10 x 1/1 GN and distance between layers 70 mm

• With rack SG101: 10 x 1/1 GN and distance between layers 65 mm
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Ø 40 mm 

Ø 3/4"

Ø 3/4"

AC 230 V
nr. 3 x 1,5 mm2

Ø 30 mm 

Ø 50 mm

Ø 1/2" 

Ø 50 mm 

ISO 7.1

ISO 228.1

DE-AT-BE-ES-FI-FR-GR-IE
IT-LU-NO-NL-PT-GB-SE
CH-HU-CZ-BG-CY-PL-TR
EE-LV-LT-MT-SK-SI-HR

DK
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01.09.200810 x 2/1 GNMVG 102 P

Direct steam combi steamer for dry heat, 
steam and combi cooking

CONSTRUCTION DETAILS
• Stainless steel 18/10 AISI 304 cooking compartment with long radius rounded 

corners for a perfect cleaning (HACCP requirements) and fully
water-proof
• Thermic insulation of 35 mm rock wool
• Thermic brake between the cavity and oven front panel, to absorbe steel
expansion
• Double glazed door with large air interspace for a perfect heat insulation
• Hinged inner glass for a perfect cleaning
• Adjustable door hinges
• Fit-in type door seal of heat resistant silicon rubber
• Buil-in door drip tray collecting the condensate into the cavity drip tray;
then into the oven drain
• Front removable control panel for an easy service and check of components
• Two water inlets (soft and cold water)
• Connections gathered at the oven right side
• External connection for meat probe (optional)
• Removable side racks for 10 x 2/1 Gn capacity; 70 mm distance
between layers
• High quality world wide available components 

GAS HEATING SYSTEM 
• Blown air type for the cavity burner heating system
• Automatic fl  ame ignition with electronic fl  ame control; automatic ignition re-set 

and diagnosis with display fault
• Energy Saving device for reduced energy consumption
• High effi  ciency heat exchanger with expansion cabinet of steel AISI 310 S

OPERATIONAL FUNCTIONS
• Electronic and programmable control panel with push-buttons for manual functions
• Self-diagnosis at the start of the unit with fault display and alarm
• Cooking modes choice with display of pre-set time and temperature
• Programmable with 99 programs, 9 cycles in automatic sequence
• 44 pre-set recipes (31 recipes for versions without core probe)
• Cook & Hold mode controlled by the meat probe or by the timer
• Autoreversing fan rotation
• Cavity fast cool down with automatic stop at 50°C
• Automatic cavity cooling between a high temperature cycle and the next cycle 

featuring a lower temperature
• Manual humidifi er
• AUTOCLIMA system to control the percentage of humidity during the cooking and 

food rethermalisation
• Motorized cavity vent for a fast evacuation of moisture
• Timed oven lights with halogen lamps positioned between the inner & outer doors
• Cavity clean program “CL”
• Automatic quenching of vapours into the oven drain
• Check of cavity steam saturation with automatic energy saving
• Easily accessible Service program for:  
- PC board diagnosis
- Check of internal probes
- Check of cavity operating hours

SAFETY FEATURES
• Cavity safety thermostat
• Device against pressure built-up in cavity
• Flame detection sensor
• Low gas pressure switch
• Fan motor thermic protection
• Door switch
• Lack of water displayed alarm
• Component cooling system

GAS COMBI STEAMER
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mm

Kg

kW

kW/kcal

kW/kcal

kW/kcal

kW

1030 x 980 x 1010 h

210 / 186

1

27 / 23220

27 / 23220

27 / 23220

0,55

AC 230 V - 50 Hz

10 x 2/1 GN

MVG 102 P CAPACITYTECHNICAL DATA

External dimensions

Weight - Gross / Net

Total electric power

Nominal heating output

Chamber heating output

Steam heating output

Fan power

Power supply voltage

P  VERSION

• Electronic manual controls
• Programmable with 99 programs
• 9 cycles in automatic sequence, numeric displays
• 44 pre-set recipes*
• Autoclima with automatic vent
• Self-diagnostics
• Autoreverse (distribution of air in chamber with 

automatic reverse of the fan’s direction of rotation)
• Humidifi er and cooking chamber lighting
• Manual washing program

OPTIONAL: core probe, hand shower

OPERATING MODES

• Convection with Autoclima 30 - 300°C
• Steam 30 - 130°C (low temperature, atmospheric, forced)
• Combi convection steam with Autoclima 30 - 300°C
• Automatic with 44 pre-set recipes*
• Programmable with automatic cooking sequence (up to 9 cycles)
• Temperature hold with Autoclima function

(*) 31 recipes for versions without core probe

OPTIONS
• Standard core probe SC with external connection
• Needle probe for vacuum packs SE002 with external connection
• Right hinged door PS001
• LPG version
• Wind protection device CAV102
• Removable rack SGA20 - SGA21
• Trolleys CRA20
• Fat fi lter FXA20
• Extraction hood with steam condenser BKA102
• Stands ASR20 - ASP20
• Holding cabinets AAC20
• Cabinet AAN20
• Hand shower LD25
• Connection for an external printer (type RS 232)

• With side racks: 10 x 2/1 GN, and distance between layers 70 mm

• With rack SGA20 10 x 2/1 GN, and distance between layers 65 mm

• With rack ASG21 20 x 1/1 GN, and distance between layers 65 mm
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Ø 3/4"

AC 230 V
nr. 3 x 1,5 mm2

Ø 50 mm

Ø 1/2" 

ISO 7.1

ISO 228.1

DE-AT-BE-ES-FI-FR-GR
IE-IT-LU-NO-NL-PT-GB
SE-CH-HU-CZ-BG-CY

EE-LV-LT-MT-SK-SI
DK

Ø 3/4"
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